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(57) ABSTRACT

A relay apparatus includes a reception section, a facsimile
communication section, and a generation section. From ter-
minal apparatuses having no facsimile transmission func-
tions, the reception section receives facsimile transmission
instructions along with pieces of identification information of
the terminal apparatuses via a private network. The facsimile
communication section performs facsimile transmission via a
public network to the outside on the basis of the facsimile
transmission instructions received by the reception section.
The generation section generates pieces of communication
result information about facsimile transmission for the
respective pieces of identification information corresponding
to the terminal apparatuses when the facsimile communica-
tion section performs the facsimile transmission to the out-
side.

8 Claims, 11 Drawing Sheets
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FIG. 6
114a
COMMUNICATION MANAGEMENT REPORT (RECEPTION)  IPADDRESS 192, 168.1.25
G310 (45 X001 DATE AND TIVE: 10/04 2011 1635
DIVISION NAWE: FXAT AAA DEVELOPENT DIV, PACGE.
SENDER NAVEE: FXAT ARA DEVEL OPMENT DIVISION
DOCUMENT [START DATE REQUIRED | THENUMBER| (40pg. [COMMUNICATION
MO "NOvRER | ANDTIVE | TARGET | e | orpAGes | MOF | ResulT
T 002 | 16-3,1325 | 04-BBB-9911 17 SECONDS| 6PAGES | SG3 | NORVALEND
2| 05 | 10-4637 | 044-BBB-%699 15 SECONDS| 4PAGES | SG3 | NORVALEND
3] 005 | 10-4900 | 03-AAAA-T133[ 14 SECONDS| 4PAGES | SG3 | NORWALEND
4| W8 | 104,109 |0525-BeB-3333] 8 SECONDS | TPAGE _|G3 ECH ABNORMALEND
5| 00| 1041230 | 024-B3B 9988 [ 18 SECONDS | 6PAGES | §G3 | NORWALEND
6] 011 | 1041341 |C522-BBB-3344] 14 SECONDS | 4PAGES | SG3 | NORWALEND
7| 05 [ 104 143¢ | (3-ANAT177| 15 SECONDS| 4PAGES | §G3 | NORWALEND
8 077 | 104163 | 024-38B-8633 [ 40 SECONDS| 2PAGES |3 ECH] ABNORWALEND
9] 018 | 1041601 | 03-ANAAT111] 15 SECONDS| 4PACES | SG3 | NORMALEND
0] 019 | 10-416:%5 | 06-COOC-2211| 90 SECONDS| 8PAGES | G3 | NORMALEND
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FIG. 9
{Uf-ib
COMMUNICATION MANAGEMENT REPORT (TRANSMISSION)  IPADDRESS 192,168,125

G3ID: 045-XXKX-1111

DIVISICN NAWE: FXAT AAA DEVELOPMENT DIV.

SENDER NAME: FXAT AAA DEVELOPMENT DVISION

DATE AND TIME; 10/04 20:)‘;\16:36

GE: 1

1 002 110-3,19:25 | 044-BBB-9911/17 SECONDS| 5PAGES | SG3 | NORMALEND
Z2| 005 10-4;8:37 | 044-BBB-999%| 15 SECONDS| 4PAGES | SG3 | NORMALEND
3 006 10-4;,9:00 | 03-AAAA-1133| 14 SECONDS| 4PACES | SG3 | NORMALEND
4 008 10-4;10:29 {0522-BBB-3333| 6 SECONDS |  1PAGE  |G3 ECM [ ABNORMAL END
51 M0 | 10-412:30 | 044-BBB-9958 | 16 SECONDS| 6PAGES | SG3 | NORMALEND
o 0 10-4;13:41 10522-BBB-3344| 14 SECONDS | 4PAGES | SG3 | NORMALEND
71 015 10-4;14:34 | 03-AAAA-1177|15SECONDS| 4PAGES | SG3 | NORMALEND
§1 07 10-4; 15:35 | (44-BBB-6833 | 40 SECONDS| 2PAGES |G3 ECM| ABNORMAL END
9 18 10-4; 16:C1 | (3-AAAA-1111/15 SECONDS| 4PAGES | SG3 | NORMALEND
0] 019 10-4; 16:15 | 06-CCCC~2211{9C SECONDS| 8PAGES | G3 | NORMALEND
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114
FIG. 10 v ¢
COMMUNICATION MANAGEMENT REPORT IPADDRESS 192, 168.1.25
G31D: 045-X000K-"111 DATE AND TIE: 10/04 2011 16:36
DIVISION NAME: FXAT AAA DEVELOPMENT DLV, PAGE. |
SENDER NAWE' FXAT AAA DEVELOPMENT DMISION
TRANSMISSION
DOCUMENT | START DATE REQUIRED |THE NUMBER COMMUNICATION
NI “NumBER |ANDTIME | TARGET TME | OFPAGES | YIODE [ ResylT
11 002 | 10-3.1925 | 044-BBB-0911 |17 SECONDS | 5PAGES | SG3 | NCRWALEND
2| 005 | 10-4837 | 044-BBB-0999| 15 SECONDS| 4PAGES | 983 | NORMALEND
31 006 | 10-4.900 | (3-AAAA—1133| 14 SECONDS| 4PAGES | SG3 | NORMALEND
L1 008 | 10-4:102 |0522-B53-3333| 6 SECONDS | 1PAGE |G3 ZCNI| ABNORMAL END
51 010 [ 10-4 7230 | 044-28B-9088| 18 SECONDS| BPAGES | 563 | NORMALEND
6| 011 | 10-4 1341 |052-BBB-3344| 14 SECONDS| 4PAGES | SG3 | NORMALEND
71 015 | 10-4 1434 | 03-AAAATT77| 15 GECONDS| 4PAGES | 563 | NORMALEND
8 077 | 10-4 1535 | 044-BBB-8833| 40 SECONDS| 2PAGES |G3 ECM]| ABNORMAL END
91 018 | 10-4 1601 | 03-AAAA-1111| 15 SECONDS| ZPAGES | SG3 | NORMALEND
0] 019 | 10-4 1515 | 05-CCCC-2211| 90 SECONDS| 8PACES | G3 | NORMALEND
RECEPTION
DOCUMENT |START DATE REQUIRED |THE NUMBER COMMUNICATION
NOI NOMBER | ANDTIME | TARGET TWE | OFPAGES | MODE " ResyiT
11 00f | 10-31910 | 03-AAAA-1133| 35 SECONDS|  TPAGE |G3ECM| NORWALEND
21 003 | 10-3 2015 | 044-B3B-8833 | 20 SECONDS| 2PAGES | SG3 | ABNORMAL END
3| 004 | 10-3 203 [0522-38B-3344| 65 SECONDS| 4PACES | G3 | NORMALEND
£ 007 | 10-4:929 | 044-BBB-9999 | 38 SECONDS| 5PAGES | SG3 | ABNORMAL END
51 009 | 10-4 1038 | 044-BBB-0988 | 38 SZCONDS| 3PAGES |G3ECM| NORVALEND
61 012 | 10-4 1350 | 06-DCBA-4321| 24 SECCNDS| 4PAGES | SG? | ABNORMAL END
71013 | 10-4 1359 | 03-ABCD-755¢| 20 SECONDS| 2PAGES |3 ECM| NORWALEND
81 01 | 10-4 1430 | 071-DDD-8833| 10 SECONDS| 1PAGE | SG3 | NORMALEND
9| 016 | 10-4 1520 | 06-ABCD-1111| 45 SECONDS| 3PAGES | 3 | NORMALEND
0] 000 | 10-¢ 1536 | 03-AARA—2211| 60 SECONDS| 7PAGES |G3ECM| NORMAL END
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FIG. 11 Ut
COMMUNICATION MANAGEMENT REPORT [PADDRESS 192,168,125
G3ID: 45-XXXK-1111 DATE AND TIME: 10/04 2011 16:36
DIVISION NAME: FXAT AA& DEVELOPMENT DIV PAGE: 1
SENDER NAME: FXAT AAA DEVELOPMENT DIVISION
TRANSMISSION
RECEPTION
.| DOCUNENT | ORTEAND TE STARTOATE| oo | REQURED | THENUMBER | e | COAUNCATION
NJVBER | OFRELAY | ANDTIE TME | OFPAGES RESULT
APPARATLS
t] m | 0-31920 | 0392 | 04-BeB-9911 | 17SECONDS| 5PAGES | SG3 | NORMALEND
2| 06 | f-L8% | 104837 | 044-BBB-9999 |15 SECONDS | 4PACES | SGI | NORMALEND
3106 | 2900 | 104905 | 03-mar-1132 [ 1SECONDS| 4PAGES | SGI | NORMALEND
e [ 5] 0522-B88-33%3| SSECONDS | PAGE | GRECM | ABNORMALEND
5100 | 0-472% | 10-41230 | 044-BoB-0968 | 18SECONDS | 6PAGES | SG3 | NORMALEND
B 0 | 1041340 | 10-4 1341 | 052-88B-3344] 14SECONDS | 4PAGES | SG3 | NORVALEND
1105 | 040 | 10-4 143 | 03-Aaaa-1177 |15 SECONDS | 4PAGES | SG3 | NORMALEND
81 o | f0-41830 | 10-4153% | 042-8BR-8833 [ SECONDS | 2PAGES | GIECM | ABNORMAL END
ST 06 | -ae0r | 0-47601 | 03-MAA-THT[15SECONDS | 4PAGES | SG3 | NORMALEND
0] o0 | n-4%65 | 0-2%605 [05-0000-2201 [SECONDS | 8PAGES | GF | NORMALEND
RECEPTION
\0, | OCUMENT | STARTOATE | 7yor | REQURED | THEMUMBER | oo | TRANSFER | COMMUNCATION
NUVBER | ANDTIVE TME | OFPAGES DATEANDTIME| — RESULT
O] w003 1910 | 03-AARA-1133 |35 SECONDS | 1PAGE | GREOM | 10-319:5 |  NORMALEND
2| 005 | 10-3 2015 | 04-BBB-88% [0SECONDS| 2PAGES | SG3 | 10-320:17 | ABNORMALEND
plome b 10522-BBR-3042{ 65 SECONDS | £PAGES | 3 NORMAL END
P10 | 0-492 | 044-888-9%09 [ SECONDS | BPAGES | SG3 | 10-4932 | ABNCRMALEND
5 008 | 10-4 103 | 044-RE3-0988 |18 SECONDS | 3PAGES | GIECHM | 10-41040 | NORVALEND
6 0 | 1041350 | 06-DCRA-4301 |24 SECONDS | 4PAGES | SG3 | 10-£1355 | ABNCRMALEND
1108 | 1041350 | 13-ABCD-Te6¢ [0 SECONDS | 2PAGES | GIECM | 1041400 | NORVALEND
B 0 | 041430 | 071-000-8633 [ 10SECONDS | 1PAGE | SG3 | 10-4 1435 | NORMALEND
O 006 | 10-4 1520 | 05-ABCD-1111| 5SECONDS | 3PAGES | G2 | 1041530 | NORMALEND
) wm b | B0SECONDS | 7PAGES [ GIECM | 1400 | NORMALEND
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RELAY APPARATUS AND
COMPUTER-READABLE MEDIUM

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is based on and claims priority under 35
USC 119 from Japanese Patent Application No. 2013-029735
filed Feb. 19, 2013.

BACKGROUND

Technical Field

The present invention relates to a relay apparatus and a
computer-readable medium.

SUMMARY

According to an aspect of the present invention, there is
provided a relay apparatus including a reception section, a
facsimile communication section, and a generation section.
From terminal apparatuses having no facsimile transmission
functions, the reception section receives facsimile transmis-
sion instructions along with pieces of identification informa-
tion of the terminal apparatuses via a private network. The
facsimile communication section performs facsimile trans-
mission via a public network to the outside on the basis of the
facsimile transmission instructions received by the reception
section. The generation section generates pieces of commu-
nication result information about facsimile transmission for
the respective pieces of identification information corre-
sponding to the terminal apparatuses when the facsimile com-
munication section performs the facsimile transmission to the
outside.

BRIEF DESCRIPTION OF THE DRAWINGS

Exemplary embodiments of the present invention will be
described in detail based on the following figures, wherein:

FIG. 1 is a schematic view illustrating an exemplary con-
figuration of a communication system according to an exem-
plary embodiment of the present invention;

FIG. 2 is a block diagram illustrating an exemplary con-
figuration of a relay apparatus;

FIG. 3 is a block diagram illustrating an exemplary con-
figuration of a terminal apparatus;

FIGS. 4A and 4B are schematic views for describing a FAX
receiving operation;

FIG. 5 is a schematic view illustrating an exemplary con-
figuration of communication result information;

FIG. 6 is a schematic view illustrating an exemplary con-
figuration of a communication management report;

FIG. 7 is a schematic view for describing a FAX transmis-
sion operation;

FIG. 8 is a schematic view illustrating an exemplary con-
figuration of communication result information;

FIG. 9 is a schematic view illustrating an exemplary con-
figuration of a communication management report;

FIG. 10 is a schematic view illustrating an exemplary con-
figuration of a communication management report; and

FIG. 11 is a schematic view illustrating an exemplary con-
figuration of a communication management report.
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2
DETAILED DESCRIPTION

First Exemplary Embodiment
Configuration of Communication System

FIG. 1 is a schematic view illustrating an exemplary con-
figuration of a communication system according to a first
exemplary embodiment of the present invention.

A communication system 5 includes a relay apparatus 1
and terminal apparatuses 2a to 2¢ which are connected to each
other through a private network 4 so as to be capable of
communicating with each other. The relay apparatus 1 is
connected to external apparatuses 6a and 65 through a public
network 7 so as to be capable of communicating with the
external apparatuses 6a and 65, and receives/transmits infor-
mation from/to the external apparatuses 6a and 65 by using
typically a facsimile (hereinafter, referred to as “FAX”)
scheme.

The relay apparatus 1 has a FAX transmit/receive function
and printer, canner, and copy functions, and includes elec-
tronic components, such as a central processing unit (CPU)
having a function of processing information and a flash
memory. The relay apparatus 1 alone performs FAX trans-
mission. In the first exemplary embodiment, description will
be made for the case in which the relay apparatus 1 performs
FAX transmission in accordance with FAX transmission
instructions transmitted from the terminal apparatuses 2a to
2¢ on the basis of the Internet FAX (IFAX) standard.

The terminal apparatuses 2a to 2¢ have no FAX transmit/
receive functions but have printer, scanner, and copy func-
tions, and includes electronic components, such as a CPU
having a function of processing information and a flash
memory. The terminal apparatuses 2a to 2¢ instruct the relay
apparatus 1 to transmit a FAX.

The private network 4 is a communication network which
allows high-speed communication, and is a communication
network, such as an intranet or a local area network (LAN),
which is either wired or wireless.

The external apparatuses 6a and 65 each are any informa-
tion processing apparatus as long as it has a FAX transmit/
receive function, and are, for example, a printer or a personal
computer (PC).

The public network 7 is, for example, a communication
network that is used on a chargeable basis and that is provided
by a communications company, and is an external network,
such as a public switched telephone network (PSTN) or an
integrated services digital network (ISDN).

FIG. 2 is a block diagram illustrating an exemplary con-
figuration of the relay apparatus 1.

The relay apparatus 1 includes a controller 10 that includes
a CPU and the like and that controls the units and executes
various programs, a storage unit 11 that includes a storage
medium such as a flash memory and that stores information,
a communication unit 12 that communicates with the outside
via the private network 4, a FAX communication unit 13 that
communicates with the outside via the public network 7 by
using the FAX scheme, a print unit 14 that performs printing
on paper, and a scanning unit 15 that optically scans paper on
which characters, images, and the like are written. The relay
apparatus 1 may also include a display unit that displays, for
example, characters and images, and an operation unit that is
used to operate the relay apparatus 1.

The controller 10 executes a FAX transmit/receive pro-
gram 110 described below, thereby serving as a mail commu-
nication section 100, a mail-title analysis section 101, a mail-
contents analysis section 102, a FAX communication section
103, a received-FAX distribution section 104, a communica-
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tion-result-information generation section 105, a communi-
cation-management-report generation section 106, and the
like.

The mail communication section 100 receives/transmits
electronic mails from/to the terminal apparatuses 2a to 2¢ via
the private network 4. The mail communication section 100
also serves as a reception section that receives a mail includ-
ing especially a FAX transmission instruction using IFAX.

The mail-title analysis section 101 analyzes, for example,
the transmission destination of a FAX transmission from the
FAX transmission instruction using IFAX which is included
in the mail title of an electronic mail received by the mail
communication section 100.

The mail-contents analysis section 102 analyzes the setting
that is used when a FAX is transmitted, from the contents of
an electronic mail received by the mail communication sec-
tion 100.

The FAX communication section 103 converts analysis
results obtained from the mail-title analysis section 101 and
the mail-contents analysis section 102 into a signal using the
FAX scheme, and controls the FAX communication unit 13
so that the FAX communication unit 13 receives/transmits
image information of a document by using the FAX scheme.

The received-FAX distribution section 104 distributes
image information of a document received from the outside
via the FAX communication unit 13, to a distribution box in
accordance with the destination of the document. The relay
apparatus 1 uses multiple phone numbers as destinations to
perform FAX reception.

When the FAX communication section 103 receives/trans-
mits image information of a document, the communication-
result-information generation section 105 collects informa-
tion, such as the date and time when the document is received/
transmitted, the target of the communication, a time period
required for the communication, the number of pages of the
document, and whether or not the communication is normally
completed, and generates a piece of communication result
information 113 from the collected information.

The communication-management-report generation sec-
tion 106 distributes pieces of the communication result infor-
mation 113 generated by the communication-result-informa-
tion generation section 105 to the destinations corresponding
to the terminal apparatuses 2a to 2¢, and generates a commu-
nication management report 114.

The storage unit 11 stores, for example, the FAX transmit/
receive program 110 for causing the controller 10 to operate
as the sections 100 to 106 described above, transfer-destina-
tion information 111 for the individual boxes, distribution-
box information 112 for individual dial-in numbers, the com-
munication result information 113, and the communication
management report 114.

The transfer-destination information 111 for the individual
boxes is information in which the identifiers of distribution
boxes which temporarily store pieces of image information of
documents received through FAX in accordance with the
destinations obtained in reception are associated with the IP
addresses of the transfer destinations (terminal apparatuses
2a to 2¢) allocated to the distribution boxes.

The distribution-box information 112 for individual dial-in
numbers is information in which a phone number that is the
destination of a document received through FAX is associated
with the identifier of a distribution box. Multiple phone num-
bers are registered using a dial-in scheme in the relay appa-
ratus 1, and the registered numbers are associated with the
respective terminal apparatuses 2a to 2c.

The communication unit 12 receives/transmits data via the
private network 4 in accordance with a communication pro-
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tocol such as TCP/IP, and performs control regarding the
network and control of reception/transmission of electronic
mails.

The FAX communication unit 13 has a modem function of
modulating and demodulating image data in accordance with
a facsimile protocol, such as G3 or G4, and has a network
control unit (NCU) function of controlling connection to the
public network 7 so as to perform FAX communication via
the public network 7.

FIG. 3 is a block diagram illustrating an exemplary con-
figuration of the terminal apparatuses 2a to 2¢. The configu-
rations of the terminal apparatuses 2a to 2¢ are similar to each
other. Accordingly, description will be made by taking the
terminal apparatus 2a as a typical example.

The terminal apparatus 2a includes a controller 20 that
includes a CPU and the like and that controls the units and
executes various programs, a storage unit 21 that includes a
storage medium such as a flash memory and that stores infor-
mation, a communication unit 22 that communicates with the
outside via the private network 4, a print unit 23 that performs
printing on paper, and a scanning unit 24 that optically scans
paper on which characters, images, and the like are written.
Theterminal apparatus 2a may also include a display unit that
displays, for example, characters and images, and an opera-
tion unit that is used to operate the terminal apparatus 2a.

The controller 20 executes a FAX transmit/receive pro-
gram 210 described below, thereby serving as a FAX recep-
tion section 200, a mail-contents generation section 201, a
mail-title generation section 202, a mail communication sec-
tion 203, a received-FAX reception section 204, and the like.

The FAX reception section 200 receives a FAX transmis-
sion request from a user of the terminal apparatus 2a. A user
operating the operation unit (not illustrated) inputs a FAX
transmission request along with the phone number of a trans-
mission destination, and the scanning unit 24 reads out a
document that is to be transmitted through FAX.

The mail-contents generation section 201 generates the
contents of an electronic mail that is to be transmitted to the
relay apparatus 1, on the basis of the FAX transmission
request received by the FAX reception section 200 and the
phone number of the transmission destination.

The mail-title generation section 202 generates the mail
title of the electronic mail that is to be transmitted to the relay
apparatus 1, on the basis of the FAX transmission request
received by the FAX reception section 200 and the phone
number of the transmission destination.

The mail communication section 203 receives/transmits
electronic mails from/to the relay apparatus 1 via the private
network 4.

The received-FAX reception section 204 receives image
information stored in the distribution box corresponding to
the terminal apparatus 2a among pieces of image information
of received documents that are temporarily stored in the relay
apparatus 1, via the private network 4.

The storage unit 21 stores, for example, the FAX transmit/
receive program 210 for causing the controller 20 to operate
as the above-described sections 200 to 204, and relay appa-
ratus information 211.

The relay apparatus information 211 is information about
the IP address of a relay apparatus to which the terminal
apparatus 2q is allowed to transmit a FAX transmission
instruction.

Operations of Communication System

The operations of the communication system 5 according
to the first exemplary embodiment will be described below
with reference to FIGS. 1 to 6 on the following topics: (1) a
basic operation; (2) an operation of generating communica-
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tion result information; and (3) an operation of generating a
communication management report.
(1) Basic Operation

FIGS. 4A and 4B are schematic views for describing a FAX
receiving operation.

Asillustrated in FIG. 4A, the FAX communication section
103 of the relay apparatus 1 receives pieces of image infor-
mation 103a and 1035 of documents through FAX from the
outside via the public network 7. The relay apparatus 1 is
capable of receiving phone numbers by using dialing-in. The
relay apparatus 1 receives the image information 1034 of one
document through FAX by using the phone number “045-
XXXX-11117, whereas the relay apparatus 1 receives the
image information 1035 of another document through FAX
by using the phone number “045-XXXX-1114".

Then, the received-FAX distribution section 104 of the
relay apparatus 1 refers to the distribution-box information
112 for the individual dial-in numbers which is illustrated in
FIG. 4B, and distributes the image information 1034 and the
image information 1035 of the documents to the distribution
boxes “010” and “030”, respectively, in accordance with the
phone numbers.

Then, the received-FAX distribution section 104 of the
relay apparatus 1 refers to the transfer-destination informa-
tion 111 for the individual boxes which is illustrated in FIG.
4B, and transmits the image information 1034 and the image
information 1035 of the documents in the distribution boxes
“010” and “030” to the terminal apparatuses 2a and 25 cor-
responding to the IP addresses “192.168.1.25” and
“192.168.1.20” via the private network 4.

(2) Operation of Generating Communication Result Informa-
tion

When the FAX communication section 103 receives the
image information 103¢ and the image information 1035 of
the documents through FAX from the outside via the public
network 7 as in “(1) Basic operation” described above, the
communication-result-information generation section 105
generates information about the FAX reception as the com-
munication result information 113 in the storage unit 11.

FIG. 5 is a schematic view illustrating an exemplary con-
figuration of the communication result information 113.

Communication result information 113A is exemplary
communication result information 113, and indicates infor-
mation about FAX receptions performed by the FAX com-
munication section 103. The communication result informa-
tion 113A stores a document number for identifying each
document, a start date and time when a FAX reception was
started, a target indicating a FAX sender, a time required for
a FAX reception, the number of pages of a document, a mode
indicating a FAX communication mode, a communication
type indicating whether a reception was distributed by using
a phone number or was directly received by the relay appa-
ratus 1, a distribution box to which distribution was per-
formed when a reception was distributed by using a phone
number, and a communication result indicating whether or
not a FAX reception was normally performed.

(3) Operation of Generating Communication Management
Report

Then, the communication-management-report generation
section 106 refers to the communication result information
113A generated by the communication-result-information
generation section 105. For example, when the number of
communication results corresponding to the distribution box
“010” reaches a predetermined number, the communication-
management-report generation section 106 generates a com-
munication management report 114 from the communication
results.
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The timing of generation of a communication management
report 114 is a timing when the number of communication
results reaches the predetermined number. Alternatively, the
timing may be a timing when a predetermined time point has
come, a timing when a predetermined time period has
elapsed, or a timing obtained by combining these. Further,
every time one communication result is obtained, the com-
munication result may be added to the communication man-
agement report 114.

FIG. 6 is a schematic view illustrating an exemplary con-
figuration of the communication management report 114.

A communication management report 114a is an exem-
plary communication management report 114, and indicates
information about FAX receptions of the terminal apparatus
2a. The communication management report 114a describes
items similar to those of the communication result informa-
tion 113 A, but does not describe a communication type and a
distribution box.

The mail communication section 100 transmits the com-
munication management report 114a via the private network
4 to the terminal apparatus 2a. The communication manage-
ment report 114a may be transmitted by using IFAX or by
using an electronic mail to which the communication man-
agement report 114aq is attached. Alternatively, the commu-
nication management report 114a may be stored in the dis-
tribution box “010” and may be transmitted to the terminal
apparatus 2¢ in a manner similar to that for the image infor-
mation 103a of a document.

Second Exemplary Embodiment

A second exemplary embodiment is different from the first
exemplary embodiment in which a communication manage-
ment report about FAX reception is generated. The difference
is in that a communication management report about FAX
transmission is generated.

Operations of Communication System

The operations of the communication system 5 according
to the second exemplary embodiment will be described below
with reference to FIGS. 1 to 3 and 7 to 9 on the following
topics: (1) a basic operation; (2) an operation of generating
communication result information; and (3) an operation of
generating a communication management report. Operations
similar to those in the first exemplary embodiment will not be
described.

(1) Basic Operation

FIG. 7 is a schematic view for describing a FAX transmis-
sion operation.

As illustrated in FIG. 7, users of the terminal apparatuses
2a and 25 operate the operation units (not illustrated) of the
terminal apparatuses 2a and 2b, and prepare for FAX trans-
mission. Description will be made below by taking the opera-
tions of the terminal apparatus 2a as a typical example, and
the operations of the terminal apparatus 25 will be described
in parentheses when they are different from those of the
terminal apparatus 2a.

In response to an operation performed by a user, the FAX
reception section 200 of the terminal apparatus 2a starts
reception of a FAX transmission request. The FAX reception
section 200 receives the phone number of a transmission
destination, and prompts the user to set a document which is
to be a target of the FAX transmission on the document table
of the scanning unit 24 of the terminal apparatus 2a.

The user inputs the phone number of a transmission desti-
nation, sets a document on the document table, and operates
the operation unit so as to cause the scanning unit 24 to scan
the document.
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The FAX reception section 200 of the terminal apparatus
2a causes the scanning unit 24 to scan the document optically,
and generates image information 2004 (2005).

As illustrated in FIG. 7, the terminal apparatus 2a attaches
the generated image information 2004 of the document to an
electronic mail having a mail title including
“FAX=044BBB1111@[192.168.1.33]”
(“FAX=03AAAA1111@]192.168.1.33]”), and transmits the
mail, thereby instructing the relay apparatus 1 to perform
FAX transmission.

The mail-contents generation section 201 generates the
contents of the electronic mail that is to be transmitted to the
relay apparatus 1, on the basis of the FAX transmission
request received by the FAX reception section 200 and the
phone number of the transmission destination. In the second
exemplary embodiment, particular text or the like is not input
in the contents.

The mail-title generation section 202 generates the mail
title of the electronic mail that is to be transmitted to the relay
apparatus 1, on the basis of the FAX transmission request
received by the FAX reception section 200 and the phone
number of the transmission destination. In the example illus-
trated in FIG. 7, the phone number of the FAX transmission
destination is “044-BBB-1111” (“03-AAAA-11117), and the
1P address of the relay apparatus 1is “192.168.1.33”. Accord-
ingly, the mail title is “FAX=044BBB1111@[192.168.1.33]”
(“FAX=03AAAA1111@]192.168.1.33]”).

The mail communication section 203 attaches the image
information 200a (2005) to the electronic mail generated by
the mail-contents generation section 201 and the mail-title
generation section 202, and transmits the mail to the relay
apparatus 1.

The mail communication section 100 of the relay apparatus
1 receives the electronic mail transmitted by the terminal
apparatus 2a. The mail-title analysis section 101 analyzes the
mail title of “FAX=044BBB1111@[192.168.1.33]”
(“FAX=03AAAA1111@][192.168.1.33]”), and recognizes
“044-BBB-11117 (“03-AAAA-1111") as the FAX number of
the transmission destination.

The FAX communication section 103 transmits the image
information 200a (2005) attached to the electronic mail,
through FAX to “044-BBB-1111" (“03-AAAA-11117).

(2) Operation of Generating Communication Result Informa-
tion

When the FAX communication section 103 transmits the
image information 200q and the image information 2005
through FAX viathe public network 7 to the outside as in “(1)
Basic operation” described above, the communication-result-
information generation section 105 generates information
about the FAX transmission as the communication result
information 113 in the storage unit 11.

FIG. 8 is a schematic view illustrating an exemplary con-
figuration of the communication result information 113.

Communication result information 113B is exemplary
communication result information 113, and indicates infor-
mation about FAX transmissions performed by the FAX com-
munication section 103. The communication result informa-
tion 113B describes items similar to those of the
communication result information 113A, but describes an
instruction source instead of a distribution box. An instruction
source indicates the IP address of a terminal apparatus which
transmitted a FAX transmission instruction.

(3) Operation of Generating Communication Management
Report

The communication-management-report generation sec-
tion 106 refers to the communication result information 113B
generated by the communication-result-information genera-
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tion section 105. For example, when the number of commu-
nication results corresponding to the instruction source of
“192.168.1.25” reaches a predetermined number, the com-
munication-management-report generation section 106 gen-
erates a communication management report 114 from the
communication results.

FIG. 9 is a schematic view illustrating an exemplary con-
figuration of the communication management report 114.

A communication management report 1145 is an exem-
plary communication management report 114, and indicates
information about FAX transmissions performed for the ter-
minal apparatus 2a. The communication management report
1145 describes items similar to those of the communication
result information 113B, but does not describe a communi-
cation type and an instruction source.

The mail communication section 100 transmits the com-
munication management report 1145 via the private network
4 to the terminal apparatus 2a. The communication manage-
ment report 1145 may be transmitted by using the IFAX
scheme or by using an electronic mail to which the commu-
nication management report 1145 is attached. Alternatively,
the communication management report 1145 may be stored
in the distribution box “010” and may be transmitted to the
terminal apparatus 2a ina manner similar to that for the image
information of a received document.

Third Exemplary Embodiment

A third exemplary embodiment is one obtained by com-
bining the communication management report 114a in the
first exemplary embodiment which is generated for reception
with the communication management report 1145 in the sec-
ond exemplary embodiment which is generated for transmis-
sion.

FIG. 10 is a schematic view illustrating an exemplary con-
figuration of the communication management report 114.

A communication management report 114¢ is an exem-
plary communication management report 114, and indicates
the combination of information about FAX reception and
information about FAX transmission for the terminal appa-
ratus 2a. The communication management report 114c¢
describes items similar to those of these pieces of informa-
tion.

The communication result information 113 used when the
communication management report 114¢ is generated is
obtained by combining the communication result informa-
tion 113A in the first exemplary embodiment and the com-
munication result information 113B in the second exemplary
embodiment.

Fourth Exemplary Embodiment

Compared with the first to third exemplary embodiments, a
fourth exemplary embodiment is different in that a date and
time when the relay apparatus 1 received a FAX transmission
instruction in FAX transmission is added and that a date and
time when the image information of a document was trans-
mitted to a terminal apparatus in FAX reception is added.

FIG. 11 is a schematic view illustrating an exemplary con-
figuration of the communication management report 114.

A communication management report 1144 is an exem-
plary communication management report 114, and indicates
information obtained by combining information about FAX
reception with information about FAX transmission for the
terminal apparatus 2a. The communication management
report 1144 describes a reception date and time of the relay
apparatus as information about transmission and a transfer
date and time as information about reception.

The reception date and time of the relay apparatus is a date
and time when the mail communication section 100 of the
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relay apparatus 1 received a FAX transmission instruction
from a corresponding one of the terminal apparatuses 2a to
2c.

The transfer date and time is a date and time when the mail
communication section 100 of the relay apparatus 1 transmit-
ted the image information of a document which was received
by the FAX communication section 103 from the outside and
which was stored in a distribution box by the received-FAX
distribution section 104, from the distribution box to a corre-
sponding one of the terminal apparatuses 2a to 2c.

The communication-management-report generation sec-
tion 106 compares a reception date and time of the relay
apparatus with a start date and time, and compares a transfer
date and time with a start date and time. When the time
interval between these time points is larger than a predeter-
mined interval, the communication-management-report gen-
eration section 106 may emphasize, for example, highlights,
display of such information in the communication manage-
ment report 1144.

Other Exemplary Embodiments

The present invention is not limited to the above-described
exemplary embodiments, and various modifications may be
made as long as they do not depart from the gist of the present
invention.

The FAX transmit/receive programs 110 and 210 described
above may be provided by using a storage medium such as a
compact disc-read-only memory (CD-ROM) storing them, or
may be downloaded from, for example, a server apparatus
connected to a network such as the Internet to a storage unit in
the apparatuses. Alternatively, some or all of the units 100 to
106 and 200 to 204 may be achieved through hardware such
as an application-specific integrated circuit (ASIC). The steps
in the operations described in the above-described exemplary
embodiments may be modified in such a manner that change
of the execution sequence, a skip of some of the steps, and
addition of steps are performed.

The foregoing description of the exemplary embodiments
of'the present invention has been provided for the purposes of
illustration and description. It is not intended to be exhaustive
or to limit the invention to the precise forms disclosed. Obvi-
ously, many modifications and variations will be apparent to
practitioners skilled in the art. The embodiments were chosen
and described in order to best explain the principles of the
invention and its practical applications, thereby enabling oth-
ers skilled in the art to understand the invention for various
embodiments and with the various modifications as are suited
to the particular use contemplated. It is intended that the
scope of the invention be defined by the following claims and
their equivalents.

What is claimed is:

1. A relay apparatus comprising:

a reception section that receives, from a plurality of termi-
nal apparatuses having no facsimile transmission func-
tions, facsimile transmission instructions along with
pieces of identification information of the plurality of
terminal apparatuses via a private network;

a facsimile communication section that performs facsimile
transmission via a public network to the outside on the
basis of the facsimile transmission instructions received
by the reception section;

a generation section that generates pieces of communica-
tion result information about facsimile transmission for
the respective pieces of identification information cor-
responding to the plurality of terminal apparatuses when
the facsimile communication section performs the fac-
simile transmission to the outside; and
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a communication management report generation section
that generates a communication management report, the
report including a plurality of the communication
results,

wherein the generation section emphasizes display of a
facsimile transmission in which a time period from a first
date and time to a second date and time is equal to or
longer than a predetermined time period, the first date
and time indicating when the reception section received
a facsimile transmission instruction from a terminal
apparatus of the plurality of apparatuses, the second date
and time indicating when the facsimile communication
section finished communication with the outside.

2. The relay apparatus according to claim 1,

wherein the generation section has at least a date and time
when the facsimile communication section finished a
transmission to the outside, as the communication result
information.

3. The relay apparatus according to claim 2,

wherein the generation section further has a date and time
when the reception section received a facsimile trans-
mission instruction from the terminal apparatus among
the plurality of terminal apparatuses, as the communi-
cation result information.

4. A relay apparatus comprising:

a facsimile communication section that performs facsimile
reception from the outside through lines of a public
network which correspond to a plurality of terminal
apparatuses having no facsimile reception functions and
being capable of communicating with the facsimile
communication section via a private network;

a generation section that generates pieces of communica-
tion result information about facsimile reception for the
respective lines corresponding to the plurality of termi-
nal apparatuses when the facsimile communication sec-
tion performs the facsimile reception from the outside;

a communication management report generation section
that generates a communication management report, the
report including a plurality of the communication
results; and

a distribution section that distributes documents received
through facsimile from the outside by the facsimile com-
munication section, to the plurality of terminal appara-
tuses corresponding to the lines,

wherein the generation section emphasizes display of a
facsimile reception in which a time period from a first
date and time to a second date and time is equal to or
longer than a predetermined time period, the first date
and time indicating when the facsimile communication
section started a reception from the outside, the second
date and time indicating when the distribution section
distributed the document to a terminal apparatus of the
plurality of apparatuses.

5. The relay apparatus according to claim 4,

wherein the generation section has at least a date and time
when the facsimile communication section started a
reception from the outside, as the communication result
information.

6. The relay apparatus according to claim 5,

wherein the generation section further has a date and time
when the distribution section distributed a document
among the received documents to the terminal apparatus
among the plurality of terminal apparatuses, as the com-
munication result information.



US 9,100,593 B2

11

7. A non-transitory computer readable medium storing a
program causing a computer to execute a process for receiv-
ing/transmitting a facsimile, the process comprising:

receiving, from a plurality of terminal apparatuses having

no facsimile transmission functions, facsimile transmis-
sion instructions along with pieces of identification
information of the plurality of terminal apparatuses via a
private network;

performing facsimile transmission via a public network to

the outside on the basis of the received facsimile trans-
mission instructions;

generating pieces of communication result information

about facsimile transmission for the respective pieces of
identification information corresponding to the plurality
of'terminal apparatuses when the facsimile transmission
is performed to the outside; and

generating a communication management report, the

report including a plurality of the communication
results,

wherein generating the pieces of communication result

information emphasizes display of a facsimile transmis-
sion in which a time period from a first date and time to
a second date and time is equal to or longer than a
predetermined time period, the first date and time indi-
cating when the facsimile transmission instruction was
received from a terminal apparatus of the plurality of
apparatuses, the second date and time indicating when
the communication finished with the outside.
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8. A non-transitory computer readable medium storing a

program causing a computer to execute a process for receiv-
ing/transmitting a facsimile, the process comprising:

performing facsimile reception from the outside through
lines of a public network which correspond to a plurality
of terminal apparatuses having no facsimile reception
functions and being capable of performing communica-
tion section via a private network;

generating pieces of communication result information
about facsimile reception for the respective lines corre-
sponding to the plurality of terminal apparatuses when
the facsimile reception is performed from the outside;

generating a communication management report, the
report including a plurality of the communication
results; and

distributing documents received through facsimile recep-
tion from the outside, to the plurality of terminal appa-
ratuses corresponding to the lines,

wherein the generating pieces of communication result
information emphasizes display of a facsimile reception
in which a time period from a first date and time to a
second date and time is equal to or longer than a prede-
termined time period, the first date and time indicating
when a reception from the outside was started, the sec-
ond date and time indicating when the document was
distributed to a terminal apparatus of the plurality of
apparatuses.



